
Silicone High Temp
Heat resistant silicone sealant for bond
ing and sealing jobs which are exposed 
to high temperatures. Heat resistance: 
max. 300°C. Excellent for bonding and 
sealing oven and microwave windows, 
heat exhaust systems as liquid gasket in 
automotive applications. Heat resistant 
up to 250°C after complete cure and up 
to 300°C temporarily (approx. 1 hour). 
Sealant may expand in contact with 
grease, oil, coolant or fuels.
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Silicone Universal

Silicone Neutral

Silicone Sanitary

Silicone Glass

Highquality, permanently elastic, 
water resistant silicone sealant based 
on acetic acid. For universal use indoors 
and outdoors. UV and weather resis
tant. Mould proof. Excellent adherence 
to all surfaces. Colourfast.

Neutral, permanently elastic, water 
resistant silicone sealant for use in all 
construction applications. Also suitable 
for sealing jobs on acrylic bath tubs 
and plastic shower walls. (Sea) water 
resistant. UV and weather resistant. 
Mould proof. Neutral, acidfree. Excel
lent adherence without primer to all 
construction materials. Colourfast.

Permanently elastic, water resistant 
silicone sealant based on acetic acid 
for sanitary sealing jobs. Mould proof. 
Water resistant. Excellent adherence 
without primer. Colourfast.

Highquality silicone glass sealant for 
e.g. aquariums, display cases, glass 
structures, shop windows. (Sea) water 
resistant. 100% silicones. Permanently 
elastic. UV and weather resistant. 
Chemicals resistant. Colourfast.

Silicone Sealants
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Sealing step by step
Ten steps for a perfect and watertight joint.

1. Carefully cut open the cartridge right 
above the screw thread with the Bison 
Multi Tool. Screw the nozzle onto the 
open cartridge.

2. Cut the nozzle on the slant. Make the 
opening as wide as the seam you are 
going to seal.

3. Remove old silicone with Bison Silicone 
Remover.

4. Make the seam free of dust. Degrease it 
with Thinner.

5. Treat smooth surfaces and synthetic ma
terials fi rst with Bison Silicon Primer*.

6. Put some painter’s tape on both sides of 
the seam.

7. Put the cartridge into the sealant gun.
8. Inject the sealant steadily into the seam, 

in between the strips of tape.
9. Remove any superfl uous sealant with the 

Bison Multi Tool.
10. Carefully remove the painter’s tape. The 

fi nal result: a perfect watertight joint!

* Silicone Primer not necessary for neutral sealants.


